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TROJAN 27-AES AGM 12V 89Ah Industrial Battery

Battery / Accu | TROJAN | 27-AES

NOMINAL VOLTAGE

12V

Technical Specifications

Extended operational uptime for critical industrial equipment is sustained by a
consistent 89Ah capacity that handles demanding applications. Engineered for
material handling and backup power, AGM technology provides maintenance-free
operation and superior vibration resistance.

Features

» Sustained 89Ah capacity ensures extended operational uptime for critical industrial
equipment.

» Engineered for demanding industry applications, including material handling and
backup power systems.

* AGM (Absorbent Glass Mat) technology provides maintenance-free operation and
superior vibration resistance.

» Sealed, spill-proof design offers enhanced safety and placement flexibility in
sensitive industrial environments.

RATED CAPACITY (C20) WEIGHT TERMINAL TYPE

89 Ah 29 kg +-

General Information

Electrical Specifications

Technology
Chemistry

Physical Specifications

Length
Width

Height
Weight

Operating Conditions

Max Operating Temp

Regulatory Compliance

Industrial Battery Nominal Voltage 12V
Lead-Acid Rated Capacity (C20) 89 Ah
Reserve Capacity 158 min
306 mm Layout

174 mm Terminal Type +/-
237 mm Terminal Position +L

29 kg

60 °C

Product Identification

C E Standards: EN 50342, EN 61427, EN 62133, IEC 62619, UN 38.3 Item Code: 27-AES

Regulatory: CE | Bebat | ADR

Model: 27-AES
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