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OPTIMA Blue Top AGM 12V 75Ah Deep Cycle Battery

Battery / Accu | OPTIMA | BTDC-5.5

975 CCA high-cranking power ensures reliable engine starting even in demanding
conditions. Its vibration-resistant, spill-proof AGM design integrates safely into

marine vessels for sustained deep-cycle power to all onboard electronics.

Features

electronics.

« With 975 CCA, it provides robust starting power, ensuring your marine engine fires
up reliably even in demanding conditions.

» Specifically engineered for the marine environment, offering exceptional vibration
resistance and a spill-proof design for safe and versatile installation on any vessel.

» Utilizing advanced AGM technology, this battery delivers maintenance-free
performance and deep cycle capabilities for sustained power to all onboard

» The sealed, spill-proof construction ensures safety and allows for flexible mounting
options, protecting your vessel and equipment.

NOMINAL VOLTAGE RATED CAPACITY (C20) COLD CRANKING AMPS (EN) WEIGHT HOLD-DOWN TYPE
12V 75 Ah 975 A 26,5 kg BOO
Technical Specifications
General Information Electrical Specifications
Technology Deep Cycle Battery Nominal Voltage 12V
Chemistry Lead-Acid Rated Capacity (C20) 75 Ah
. e . Cold Cranking Al EN 975 A
Physical Specifications old Cranking Amps (EN)
Length 325 mm Layout
Width 165 mm Terminal Type DT
Height 238 mm Terminal Position +L
Weight 26,5 kg Hold-Down Type B0OO
Case Type GR31
Regulatory Compliance Product Identification
C E Standards: EN 50342, EN 61427, EN 62133, IEC 62619, UN 38.3 Item Code: BTDC-5.5
Regulatory: CE | Bebat | ADR EAN/Barcode: 8719325860351
Manufacturer Code: BTDC-5.5
Model: Blue Top
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