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LEOCH BIKE EB12-4 AGM 12V 10Ah Starter Battery
Battery / Accu  |  LEOCH  |  EB12-4

This AGM starter battery provides reliable ignition power for small engine
applications. The sealed design ensures safe, non-spillable operation in various
mounting positions.

Features
• Reliable 130A cold cranking power for consistent engine starts.
• Sealed AGM technology prevents spills and requires no maintenance.
• Shipped pre-charged for immediate, plug-and-play installation.

NOMINAL VOLTAGE

12 V

RATED CAPACITY (C20)

10 Ah

COLD CRANKING AMPS (EN)

130 A

WEIGHT

3,62 kg

TERMINAL TYPE

Type A Terminal

Technical Specifications

 General Information

 Technology Starter Battery 

 Chemistry Lead-Acid 

 Electrical Specifications

 Nominal Voltage 12 V 

 Rated Capacity (C20) 10 Ah 

 Cold Cranking Amps (EN) 130 A 
 Physical Specifications

 Length 150 mm 

 Width 87 mm 

 Height 130 mm 

 Weight 3,62 kg 

 Layout

 Terminal Type Type A Terminal 

 Operating Conditions

 Max Operating Temp 40 °C 

Regulatory Compliance

Standards: EN 50342, EN 61427, EN 62133, IEC 62619, UN 38.3

Regulatory: CE | Bebat | ADR

Product Identification

Item Code: EB12-4

Manufacturer Code: EB12-4(J)

Model: EB12-4(J)
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