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TROJAN J305H-AC 6V 360Ah Deep Cycle Battery

Battery / Accu | TROJAN | J305H-AC

NOMINAL VOLTAGE

6V

Technical Specifications

Sustained 360Ah capacity delivers power for extended operational periods,
preventing premature equipment downtime. Advanced lead-acid technology
ensures dependable deep-cycle performance capable of withstanding repeated
charge and discharge cycles.

Features

» Delivers sustained power for extended operational periods with a robust 360Ah
capacity, keeping your equipment running longer.

» Engineered for diverse heavy-duty applications including cleaning machines, golf
cars, marine, and AGVs, ensuring reliable performance across industries.

» Utilizes advanced lead-acid technology for dependable deep-cycle performance,
capable of withstanding repeated charge and discharge cycles.

» Optimized dimensions and weight for seamless integration into various equipment,
providing a stable and secure power solution.

RATED CAPACITY (C20) WEIGHT HOLD-DOWN TYPE

360 Ah 45 kg BOO

General Information

Electrical Specifications

Technology
Chemistry

Physical Specifications

Length
Width
Height
Weight
Case Type

Operating Conditions

Max Operating Temp

Regulatory Compliance

Deep Cycle Battery Nominal Voltage 6V
Lead-Acid Rated Capacity (C20) 360 Ah
Layout

296 mm Terminal Type DT
176 mm Terminal Position Diagonaal
366 mm Hold-Down Type B0OO

45 kg

305

45 °C

Product Identification

Regulatory: CE | Bebat | ADR

C E Standards: EN 50342, EN 61427, EN 62133, IEC 62619, UN 38.3 Item Code: J305H-AC
Manufacturer Code: J305H-AC
Model: J305H-AC
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