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VARTA Professional EFB 12V 70Ah Deep Cycle Battery

Battery / Accu | VARTA | LED70

EFB technology provides superior deep discharge and resilience for demanding
deep-cycle use, sustaining power for auxiliary equipment and engine starts. This
dual-purpose design effectively integrates engine starting with onboard auxiliary
power needs in marine and RV applications.

Features
» With 760A of Cold Cranking Amperage, this battery ensures reliable engine starting
RTA ) even in challenging conditions, providing peace of mind for captains and
etakios j adventurers.
- » Specifically engineered for dual-purpose applications, it seamlessly powers both
LED70 70Ah i etaigene e, essential engine starting and all onboard auxiliary equipment in marine, caravan, and

camper environments.

» Featuring EFB (Enhanced Flooded Battery) technology, it offers superior deep
discharge capability and recharge resilience compared to standard flooded batteries,
extending operational time and battery lifespan.

NOMINAL VOLTAGE RATED CAPACITY (C20) COLD CRANKING AMPS (EN) WEIGHT HOLD-DOWN TYPE

12V 70 Ah 760 A 18,83 kg B13

Technical Specifications

General Information Electrical Specifications
Technology Deep Cycle Battery Nominal Voltage 12V
Chemistry Lead-Acid Rated Capacity (C20) 70 Ah
Physical Specifications Cold Cranking Amps (EN) 760A
Length 278 mm Layout
Width 175 mm Terminal Type AUTOMOTIVE
Height 190 mm Terminal Position +R
Weight 18,83 kg Hold-Down Type B13
Case Type H6/L3 EFB
Regulatory Compliance Product Identification
C E Standards: EN 50342, EN 61427, EN 62133, IEC 62619, UN 38.3 Item Code: LED70
Regulatory: CE | Bebat | ADR EAN/Barcode: 4016987167045
Manufacturer Code: LED70
Model: Professional EFB

De Hoeve Multipower B.V. | Graaf van Solmsweg 50t, 5222 BP 's Hertogenbosch | +31 73 22 04 044 | dehoevemultipower.nl

Specifications are subject to change without notice. © 2026 De Hoeve Multipower B.V.


http://www.tcpdf.org

