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LEMANIA Charger Flash 12V 150A Fast

Battery Charger / Acculader | LEMANIA | LEM-F150

In demanding automotive workshops and fleet depots, 150A peak and charging
current rapidly restores power to critical 12V batteries, minimising vehicle
downtime. This high-amperage capability maximises operational readiness for
essential heavy-duty service environments.

Features

» 150A peak and charging current ensures rapid power restoration for critical 12V
automotive and heavy-duty batteries.

» Engineered for the rigorous demands of automotive workshops, fleet maintenance
depots, and heavy-duty service environments.

« Delivers high-amperage charging to minimize vehicle downtime and maximize
operational readiness.

» Durable 9kg construction designed for resilience in demanding professional settings.

NOMINAL OUTPUT VOLTAGE MAX OUTPUT CURRENT INPUT VOLTAGE MAX WEIGHT

12V 150 A 240V 9 kg

Technical Specifications

Input Output
Input Voltage Min 220V Nominal Output Voltage 12v
Input Voltage Max 240V Max Output Current 150 A
Input Frequency 50-60Hz Supported Voltages 12v
Charging Features Connectivity & Protection
Supported Battery Types Lithium Reverse Polarity Protection ? Yes
. . . Short Circuit Protection ? Yes
Physical Specifications
Length 300 mm
Width 160 mm
Height 100 mm
Weight 9 kg
Regulatory Compliance Product Identification
C E Standards: EN 60335-2-29, EN 55014, EN 61000-3-2 Item Code: LEM-F150
Regulatory: CE Manufacturer Code: LEM-F150

Model: Charger Flash
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