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LEOCH LPC AGM 12V 27.8Ah Deep Cycle Battery

Battery / Accu | LEOCH | LPC12-26H

Delivers 27.8Ah capacity for extended operational uptime, ensuring mobility
devices remain functional when needed most. Engineered for wheelchair and
mobility applications, it provides reliable, consistent power for user independence.

Features

» Delivers 27.8Ah capacity for extended operational uptime, ensuring mobility devices
remain functional when needed most.

» Engineered for wheelchair and mobility applications, providing reliable, consistent
power for user independence.

» Utilizes advanced AGM technology for a maintenance-free, spill-proof design that
enhances safety and reduces operational burden.

« Features a sealed construction offering vibration resistance and protection against
environmental factors, ensuring longevity.

NOMINAL VOLTAGE RATED CAPACITY (C20) WEIGHT HOLD-DOWN TYPE

12V 27,8 Ah 9,4 kg BOO

Technical Specifications

General Information Electrical Specifications
Technology Deep Cycle Battery Nominal Voltage 12V
Chemistry Lead-Acid Rated Capacity (C20) 27,8 Ah
Physical Specifications Layout
Length 166 mm Terminal Type STUD_M5
Width 125 mm Terminal Position +R
Height 175 mm Hold-Down Type B0OO
Weight 9,4 kg
Case Type N.B.
Regulatory Compliance Product Identification
C E Standards: EN 50342, EN 61427, EN 62133, IEC 62619, UN 38.3 Item Code: LPC12-26H
Regulatory: CE | Bebat | ADR Manufacturer Code: LPC12-26H
Model: LPC

De Hoeve Multipower B.V. | Graaf van Solmsweg 50t, 5222 BP 's Hertogenbosch | +31 73 22 04 044 | dehoevemultipower.nl

Specifications are subject to change without notice. © 2026 De Hoeve Multipower B.V.


http://www.tcpdf.org

