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POWERBOOZT 12V 75Ah Semi-Traction Battery

Battery / Accu | POWERBOOZT | PB.956.002

Engineered for intermittent high-demand applications, the semi-traction design
handles deep discharge cycles and provides robust starting power. This battery

onboard operations.

Features
» Delivers reliable power for auxiliary systems and starting, ensuring your
camper, or boat remains operational.

marine environments.

into existing systems.

integrates reliably into caravans, campers, and marine systems for essential

caravan,

» Optimized for intermittent high-demand applications in caravans, campers, and

« Combines robust starting power with the durability required for semi-traction usage.
» Designed with standard DIN B13 terminal configuration for straightforward integration

NOMINAL VOLTAGE RATED CAPACITY (C20) COLD CRANKING AMPS (EN) WEIGHT HOLD-DOWN TYPE

12V 75 Ah 680 A 16,2 kg B13

Technical Specifications

General Information Electrical Specifications
Technology Semi-Traction Battery Nominal Voltage 12V
Chemistry Lead-Acid Rated Capacity (C20) 75 Ah
. e . Cold Cranking A EN 680 A
Physical Specifications old Cranking Amps (EN)
Length 278 mm Layout
Width 175 mm Terminal Type AUTOMOTIVE
Height 190 mm Terminal Position +R
Weight 16,2 kg Hold-Down Type B13
Case Type H6/L3
Regulatory Compliance Product Identification
C E Standards: EN 50342, EN 61427, EN 62133, IEC 62619, UN 38.3 Item Code: PB.956.002
Regulatory: CE | Bebat | ADR Manufacturer Code: PB.956.002
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