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POWERBOOZT 12V 190Ah Semi-Traction Battery

Battery / Accu | POWERBOOZT | PB.963.EFB

EFB technology sustains frequent power demands by providing enhanced deep
cycling capabilities for caravans, campers, and marine applications. This 190Ah
battery ensures operational continuity for your auxiliary power systems.

Features

your caravan, camper, or marine equipment stays operational.

performance in applications with frequent power demands.

» Delivers dependable power for extended periods with a 190Ah capacity, ensuring

» Engineered for demanding applications, this battery is ideal for caravans, campers,
marine vessels, and heavy-duty vehicles requiring reliable auxiliary power.
« Utilizes EFB technology for enhanced deep cycling capabilities and superior

« Built with robust materials and a heavy-duty design, it offers resilience and longevity

in challenging environments.

NOMINAL VOLTAGE RATED CAPACITY (C20) COLD CRANKING AMPS (EN) WEIGHT HOLD-DOWN TYPE

12V 190 Ah 1.050 A 46,2 kg BOO

Technical Specifications

General Information Electrical Specifications
Technology Semi-Traction Battery Nominal Voltage 12V
Chemistry Lead-Acid Rated Capacity (C20) 190 Ah
. . . Cold Cranking A EN 1.050 A
Physical Specifications old Cranking Amps (EN)
Length 513 mm Layout
Width 223 mm Terminal Type AUTOMOTIVE
Height 223 mm Terminal Position +L
Weight 46,2 kg Hold-Down Type B0OO
Regulatory Compliance Product Identification
C E Standards: EN 50342, EN 61427, EN 62133, IEC 62619, UN 38.3 Item Code: PB.963.EFB
Regulatory: CE | Bebat | ADR Manufacturer Code: PB.963.EFB
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